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NOTES:

THIS PROJECT IS TO BE CONSTRUCTED UNDER THE TENNESSEE
DEPARTMENT OF TRANSPORTATION STANDARD SPECIFICATIONS FOR
ROAD AND BRIDGE CONSTRUCTION, MARCH 1, 2006 EDITION WITH
SPECIAL PROVISIONS, AND ADDITIONAL SPECIFICATIONS AND
PROVISIONS CONTAINED IN THE PLANS AND IN THE PROPOSAL
CONTRACT.

THE CONTRACTOR IS RESPONSIBLE FOR LOCATING ALL UTILITIES IN THE
CONSTRUCTION ZONE. UTILITY LOCATIONS SHOWN ON THE PLANS ARE
FOR INFORMATION ONLY. FOR UTILITY LOCATIONS CONTACT
“TENNESSEE ONE CALL SYSTEM, INC.”, 1-800-351-1111 A MINIMUM OF 72
HOURS BEFORE DIGGING.

ITEM NO. 604-04.02 [TDOT], “APPLIED TEXTURE FINISH (EXISTING
STRUCTURE)” SHALL BE PAID FOR AT THE CONTRACT UNIT PRICE PER
SQUARE YARD. THIS PRICE WILL BE FULL COMPENSATION FOR ALL
LABOR, MATERIALS, EQUIPMENT, AND ANY MISCELLANEOUS ITEMS
REQUIRED TO TEXTURE COAT THE EXISTING PARAPET RAIL AS SHOWN ON
THE PLANS. SEE REQUIREMENTS OF SECTION 604 OF THE TENNESSEE
DEPARTMENT OF TRANSPORTATION STANDARD SPECIFICATIONS.

ITEM NO. 620-10.01 [TDOT], “BRIDGE RAIL REPLACEMENT” SHALL BE PAID
FOR AT THE CONTRACT UNIT PRICE PER LINER FOOT. THIS PRICE WILL BE
THE FULL COMPENSATION FOR FURNISHING ALL MATERIALS, HARDWARE,
POSTS, REPLACEMENT OF DRILLED ANCHORS AS REQUIRED,
ELASTOMERIC PADS OR ZINC CHROMATE PRIMER, AND LABOR REQUIRED
TO REPLACE HANDRAIL. THE HANDRAIL TO BE REPLACED BY
GALVANIZED STEEL RAILING AS SHOWN ON THE PLANS (SEE SHEET 5§ FOR
DETAILS). LOCATIONS SHALL BE AS SHOWN ON THE PLANS OR AS
DESIGNATED BY THE ENGINEER. MATERIALS USED SHALL BE APPROVED
BY THE ENGINEER PRIOR TO INSTALLATION. GALVANIZED STEEL RAILS
AND POSTS SHALL BE ASTM A53, GRADE A OR B STEEL. ALL STEEL RAIL
AND POST SHALL BE GALVANIZED IN ACCORDANCE WITH ASTM A123. ALL
HARDWARE BOLTS,ETC. SHALL BE GALVANIZED IN ACCORDANCE WITH
ASTM A153.

ITEM NO. 712-01 [TDOT], “TRAFFIC CONTROL” SHALL BE PAID FOR AT THE
CONTRACT UNIT PRICE PER LUMP SUM. THIS PRICE WILL BE FULL
COMPENSATION FOR FURNISHING ALL FLAGGERS, TRAFFIC-.CONES AND
REMOVING CONFLICTING AND INCORRECT PAVEMENT MARKINGS, AS
REQUIRED, UNTIL PROJECT COMPLETION.

ITEM NO. 712-04.01 [TDOT], “FLEXIBLE DRUMS (CHANNELIZATION)” SHALL
BE PAID AT THE CONTRACT UNIT PRICE PER EACH. THIS PRICE WILL BE
FULL COMPENSATION FOR FURNISHING ALL MATERIALS, INSTALLATION,
MAINTENANCE AND ALL INCIDENTALS TO PLACE DRUMS AS SHOWN ON
THE PLANS OR AS DIRECTED BY THE ENGINEER.

ITEM NO. 712-05.03 [TDOT], “WARNING LIGHTS (TYPE C)" SHALL BE PAID
THE CONTRACT UNIT PRICE PER EACH. THIS PRICE WILL BE FULL
COMPENSATION FOR FURNISHING ALL MATERIALS, INSTALLATION,
MAINTENANCE AND ALL INCIDENTALS TO PLACE LIGHTS AS SHOWN ON
THE PLANS OR AS DIRECTED BY THE ENGINEER.

ITEM NO. 712-06 [TDOT], “SIGNS (CONSTRUCTION)” SHALL BE PAID THE
CONTRACT UNIT PRICE PER SQUARE FOOT. THIS PRICE WILL BE FULL
COMPENSATION FOR FURNISHING ALL MATERIALS, INSTALLATION,
MAINTENANCE AND ALL INCIDENTALS TO PLACE THE SIGNS AS SHOWN
ON THE PLANS OR AS DIRECTED BY THE ENGINEER.

ITEM NO. 717-01 [TDOT], “MOBILIZATION” SHALL BE PAID FOR AT THE
CONTRACT LUMP SUM PRICE. THIS PRICE WILL BE FULL COMPENSATION
FOR FURNISHING BOND, INSURANCE, AND ALL MATERIALS, AND LABOR
REQUIRED TO BEGIN THE WORK AS SHOWN ON THE PLANS.

THE CONTRACTOR SHALL PROVIDE ADEQUATE TRAFFIC CONTROL PER
THE STATE OF TENNESSEE'S "MANUAL OF UNIFORM TRAFFIC CONTROL
DEVICES" AND AS SHOWN IN THE PLANS. AT NO TIME SHALL MORE THAN
ONE LANE BE BLOCKED. ALL TRAFFIC CONTROL DEVICES AND TRAFFIC
OBSTRUCTIONS SHALL BE REMOVED WHEN THE CONTRACTOR IS NOT
WORKING AT THE SITE. THE CONTRACTOR SHALL NOT BLOCK ANY
PORTION OF THE TRAVEL LANE UNTIL AFTER 9:00 AM AND SHALL HAVE
THE TRAVEL LANE OPEN BY 4:00P.M.

THE CONTRACTOR SHALL COORDINATE WORK SCHEDULE WITH THE CITY
OF MEMPHIS OFFICE OF CONSTRUCTION INSPECTIONS. PLEASE CONTACT
MIKE CLARK AT 636-2462.

CHONONONCONCNO)

ESTIMATED QUANTITIES
ITEM NO. DESCRIPTION UNIT N E  |RIVERGATE (o) oLy
620-10.01 BRIDGE RAIL REPLACEMENT LF. 1,390 1,010 2,400
712-01 TRAFFIC CONTROL LS. 0.6 0.4 1
712-04.01 FLEXIBLE DRUMS (CHANNEUZATlON) EA. 90 52 142
712-05.03 WARNING LIGHTS (TYPE "C”) EA. 90 52 142
712-06 SIGNS (CONSTRUCTION) SF. 145 14 260
717-01 MOBILIZATION LS. 0.5 0.5 1
604—04.02 APPLIED TEXTURE FINISH (EXISTING STRUCTURES) S.Y. 1,550 700 2,250
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© — DRUM W/TYPE “C" WARNING LIGHT

(NTS)
STREET NAME LOCATION BRIDGE NO. | DESIGN SPEED A B C D E F
BTWN. RIVERGATE . . . . . .
HORN LAKE RD. S PEEBLES 79-2842-5.94 50 MPH 500 200 100 100 500 50

TRAFFIC CONTROL PLAN NOTES:

1. SEE FIGURE 6F-1 OF THE STATE OF TENNESSEE MANUAL ON UNIFORM TRAFFIC
CONTROL DEVICES (MUTCD) FOR HEIGHT AND LATERAL LOCATION OF SIGI

2. SIGNS SHOWN ON THIS PLAN ARE TO WARN TRAFFIC ABOUT THE CDNSTRUCTION
ggng?n6g¢;5£c CONTROL DEVICES MAY BE REQUIRED DURING VARIOUS PHASES O

3. NOTHING IN THIS PLAN IS INTENDED TO SUPERSEDE OR RELIEVE THE CONTRACTOR OF
THE RESPONSIBILITY. OF INSTALLING THE APPROPRIATE TRAFFIC CONTROL DEVICES IN
ACCORDANCE WITH THE CURRENT STATE OF TENNESSEE "MANUAL ON UNIFORM TRAFFIC
CONTROL DEVICES FOR STREETS AND HIGHWAYS

4. CONTRACTOR SHALL BE REQUIRED TO NOTIFY THE CITY OF MEMPHIS CONSTRUCTION
INSPECTION DEPARTMENT  (636-2462) AND TRAFFIC ENGINEERING DEPARTMENT (576-6710)

A MINIM F 24 HOUI RS PRIOR TO COMMENCING CONSTRUCTION OR IMPLEMENTING A
THAFFIC CDNTRU PLAN. ALL TRAFFIC CONTROL DEVICES MUST BE IN PLACE BEFORE
CONSTRUCTION ACTIVITY BEGINS.

SIZES OF ALL SIGNS SHALL COMPLY WITH STATE OF TENNESSEE MANUAL ON
UNIFORM TRAFFIC CONTROL DEVICES (MUTCD) .

6. ALL TRAFFIC CONTROL. DEVICES AND THEIR INSTALLATION SHALL MEET THE
STANDARD PRESCRIBED

CONTROL DEVICES AND SHALL CUMPLY WITH
SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION SECTION 712 TEMPORARY
TRAFFIC CONTROL.

7. ACCESS TO ADJACENT PROPERTIES SHALL BE MAINTAINED AT ALL TIMES.

8. SIDE STREET, DRIVEWAV ACCESS, AND SAFE PEDESTRIAN WAYS SHALL BE
MAINTAINED AT ALL

9. THE CONTRACTOR SHALL NOT BE PERMITTED TO PARK_ANY VEHICLES OR
CONSTRUCTION EQUIPMENT DURING PERIODS OF INACTIVITY, WITHIN THIRTY (30) FEET
F THE EDGE OF PAVEMENT WHEN THE LANE IS OPEN TO TRAFFIC, UNLESS PROTECTED

BY_GUARDRAIL, BRIDGE RAIL, AND/OR_BARRIERS INSTALLED FUH OTHER PURP OSES
PRIVATELY OWNED VEHICLES SHALL NOT EE ALLOWED TO BE P, D WITHIN T
(30) T OF OP AFFIC T_ANY TIME UNLESS PROTECTED AS DESCRIBED
VE. E_THERE IS INSUFFICIENT RIGHT-OF-WAY TO_PROVIDE FOR THIS THIRTY
(30) FEET SETBACK, THE Cl RACTOR SHALL DETERMINE THE ALTERNATE LOCATIONS
AND REQUEST THE ENGINEERS APPROVAL TO USE THEM.

10. CONTRACTOR SHALL USE PLASTIC DRUMS WITH TYPE "C" WARNING LIGHTS TO
SEPARATE TRAFFIC FROM THE CONSTRUCTION AREA

11. CONTRACTOR SHALL COVER ALL EXISTING SIGNS THAT CONFLICT WITH THE TRAFFIC
CONTROL PLAN SIGNS OR DEVICES DURING CONSTRUCTION AND THEY SHALL REMAT
COVERED DURING CONSTRUCTION AND UNTIL SUCH TIME THAT NO CONFLICT EXISTS

12. TWO-WAY TRAFFIC SHALL BE MAINTAINED ON HORN LAKE AT ALL TIMES.

13. DURING CONSTRUCTION, A MINIMUM OF ONE 12 FOOT_LANE OF TRAFFIC
SHALL REMAIN OPEN TO BOTH DIRECTIONS OF TRAFFIC AT ALL TIMES.

14. WORK WITHIN THE ROADWAY DURING DIFFERENT PHASES OF CONSTRUCTION SHALL
NOT BE ACTIVE AT THE SAME TIM

%?NEUNLV ONE PHASE OF THE TRAFFIC CONTROL PLAN SHALL BE ACTIVE AT ANY ONE

16. ALL TEMPORARY OR PERMANENT TRAVELED SURFACE SHALL BE INSPECTED DAILY
BY THE CONTRACTOR (INCLUDING WEEKENDS) AND NECESSARY PATCHING OR RE-
FINISHING PERFORMED

17. CHANNELIZING DEVICES SHALL BE REMOVED TO THE EDGE OF PAVEMENT AT THE

END OF EACH WO K A NO CLOSURE SHALL BE IN EFFECT FROM 4: 00 P.M. UNTIL 9: 00
TW ANES SHALL BE OPEN DURING THIS PERIOD WITH AT LEAST A 4 INCH

THICK COMPACTED GHAVEL SURFACE.

18. WORK WITHIN THE ROADWAY SHALL BE CONDUCTED BETWEEN 9: 00 A.M. AND 4: 00
AND THE ROADWAY SHALL BE_COMPLETELY OPEN TO TRAFFIC AT ALL OTHER
TIMES AND ALL INAPPROPRIATE SIGNS SHALL BE COVERED OR REMOVED.

15 THE APPROPRIATE TRAFFIC CONTROL SHALL BE INSTALLED AT THE INCEPTION OF
EACH STAGE OF CONSTHUCTION AND SHALL BE PROPERLY MAINTAINED AND/OR

OPERATED DURING THE TIME SUCH SPECIAL CONDITIONS EXIST. THEY SHALL REMAIN IN

THEgEAg¥E; AS LONG AS THEY ARE NEEDED AND SHALL BE IMMEDIATELY REMOVED

20. IF CONSTRUCTION ACTIVITIES REQUIRE OVER-NIGHT CLOSURE OF ANY PORTION OF
THE ROADWAY, A REVISED TRAFFIC CONTROL PLAN SHALL BE SUBMITTED TO AND
APPROVED BY THE CITY ENGINEER S OFFICE.

ALL TRAFFIC CONTROL SIGNS SHALL MEET THE MINIMUM RETROREFLECTIVITY

21.
LEVELS SPECIFIED IN THE CURRENT EDITION OF THE MANUAL ON UNIFORM TRAFFIC
CONTROL DEVICES (MUTCD) .

BRIDGE GUARDRAIL REPAIR
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TRAFFIC CONTROL PLAN NOTES:

1. SEE FIGURE B6F-1 OF THE STATE OF TENNESSEE MANUAL ON UNIFORM TRAFFIC
CONTROL DEVICES (MUTCD) FOR HEIGHT AND LATERAL LOCATION OF SIGNS.

SIGNS SHOWN ON THIS. PLAN ARE TO WARN TRAFFIC ABOUT THE CONSTRUCTION.
ggng?nﬂgégzlc CONTROL DEVICES MAY BE REQUIRED DURING VARIOUS PHASES OF

3. NOTHING IN THIS PLAN IS INTENDED TO SUPERSEDE OR RELIEVE THE CONTHACTOR OF
THE RESPONSIBILITY OF INSTALLING THE APPROPRIATE TRAFFIC CONTROL DEVICI
ACCORDANCE WITH THE CURRENT STATE OF TENNESSEE "MANUAL ON UNIFORM TRAFFIC
CONTROL DEVICES FOR STREETS AND HIGHWAYS.

4. CONTRACTOR SHALL BE REQUIRED TO NOTIFY THE CITY OF MEMPHIS CONSTRUCTION
INSPECTIUN DEPARTMENT (636-2462) AND TRAFFIC ENGINEERING DEPARTMENT (576 6710)
A 4 HOURS PRIOR TO COMMENCING CONSTRUCTION OR IMPLEMENTING
THAFFIC CON RO PLAN. ALL TRAFFIC CONTROL DEVICES MUST BE IN PLACE BEFORE

BRIDGE

CONSTRUCTION ACTIVITY BEGINS.

5. SIZES OF ALL SIGNS SHALL COMPLY WITH STATE OF TENNESSEE MANUAL ON
UNIFORM TRAFFIC CONTROL DEVICES (MUTCD) .

6. ALL TRAFFIC CONTROL DEVICES AND THEIR INSTALLATION SHALL MEET THE
STANDARD PRESCRIBED IN THE STATE OF TENNESSEE MANUAL _ON UNIFORM_TRAFFIC
CONTROL DEVICES AND SHALL COMPLV WITH THE STATE OF TENNESSEE STANDARD
SPECIFICATIONS FDR ROAD AND BRIDGE CONSTRUCTXON SECTION 712 TEMPORARY
TRAFFIC CONTROL

: 7. PERT HAL .
RIVERGATE RD ACCESS TO ADJACENT PROPERTIES SHALL BE MAINTAINED AT ALL TIMES

20"

SIDE STREET, DRIVEWAY ACCESS, AND SAFE PEDESTRIAN WAYS SHALL BE

8.
MAINTAINED AT ALL TIMES.

. 9. THE CONTRACTOR SHALL NOT BE PERMITTED TO PARK_ANY VEHICLES OR
) 10" [MINIMUM CONSTRUCTION EQUIPMENT DURING PERIODS OF INACTIVITY, WITHIN THIRTY (30) FEET
Yi F THE EDGE AVEMEI Wi HE LANE IS Of 0 TRAFFIC, Pl

20" E WITHIN THIRTY

oo0opo (30) FEET OF AN OPEN TRAFFIC LANE AT_ANY TIME UNLESS PROTECTED AS DESCRIBED

WORK AREA ABOVE, WHERE THERE IS INSUFFICIENT RIGHT-OF-WAY TO_PROVIDE FOR THIS THIRTY

o - (30) FEET SETBACK, THE CONTRACTOR SHALL DETERMINE THE ALTERNATE LOCATIONS
AND REQUEST THE ENGINEERS APPROVAL TO USE THE!

10. CONTRACTOR SHALL USE PLASTIC DRUMS WITH TYPE “C" WARNING LIGHTS TO

N: CIVIL\BRIDGE\STIMULUS PROJECTS\ARRA BRIDGE GUARDRAIL REPAIR\RIVERGATE-TCP.PRO

O - SEPARATE TRAFFIC FROM THE CONSTRUCTION AREA.
A | B | C 11. CONTRACTOR SHALL COVER ALL EXISTING SIGNS_THAT CONFLICT WITH THE THAFF!C
TTAPER BUFFER CONTROL PLAN SIGNS OR DEVICES DURING CONSTRUCTION AND THEY SHALL REMA
COVERED DURING CONSTRUCTION AND UNTIL SUCH TIME THAT NO CONFLICT EXISTS
12. TWO-WAY TRAFFIC SHALL BE MAINTAINED ON RIVERGATE AT ALL TIMES.

43. DURING CONSTRUCTION, A MINIMUM OF ONE 10 FOOT_LANE OF TRAFFIC
SHALL REMAIN OPEN TO BOTH DIRECTIONS OF TRAFFIC AT ALL TIMES

+ — SIGN POST %?MEDNLY ONE PHASE OF THE TRAFFIC CONTROL PLAN SHALL BE ACTIVE AT ANY ONE

© — DRUM W/TYPE "C" WARNING LIGHT 45. ALL TEMPORARY OR PERMANENT TRAVELED SURFACE SHALL BE INSPECTED DAILY
BY THE CONTRACTOR (INCLUDING WEEKENDS) AND NECESSARY PATCHING OR RE-
FINISHING PERFORMED

W5-1
48"x48" THAFFIC CONTROI— PLAN 16. WORK WITHIN THE ROADWAY SHALL BE CONDUCTED BETWEEN 9: 00 _A.M. AND

4: 00
P.M. AND THE ROADWAY SHALL BE COMPLETELY OPEN TO TRAFFIC AT ALL OTHER
SHOULDER CLOSURE TIMES AND ALL INAPPROPRIATE SIGNS SHALL BE COVERED OR REMOVED.

17. THE APPROPRIATE TRAFFIC CONTROL SHALL BE INSTALLED AT THE INCEPTION OF
EACH STAGE OF CONSTRUCTION AND SHALL BE PROPERLY MAINTAINED AND/OR

OPERATED DURING THE TIME SUCH SPECIAL CONDITIONS EXIST. THEY SHALL REMAIN IN
?hEgEAE¥EH AS LONG AS THEY ARE NEEDED AND SHALL BE IMMEDIATELY REMOVED

18. IF CONSTRUCTION ACTIVITIES REQUIRE OVER-NIGHT CLOSURE OF ANY PORTION OF
THE ROADWAY, A REVISED TRAFFIC CONTROL PLAN SHALL BE SUBMITTED TO AND
APPROVED BY THE CITY ENGINEER S OFFICE.

19. ALL TRAFFIC CONTROL SIGNS SHALL MEET THE MINIMUM RETROREFLECTIVITY
LEVELS SPECIFIED IN THE CURRENT EDITION OF THE MANUAL ON UNIFORM TRAFFIC
CONTROL DEVICES (MUTCD) .

DESIGN
STREET LOCATION BRIDGE NO. S;PEHED A B c D

BRIDGE GUARDRAIL REPAIR

RIVERGATE RD. | BTWN. HOPN LAKE | 79_5092-2.25 35 MPH 100" 100° 120° 35°

SHEET 1 OF 1
DIVISION OF ENGINEERING

TRAFFIC CONTROL PLAN
RIVERGATE ROAD
MEMPHIS,  TENN.
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